
 
Bourdon Tube Pressure Gauge 
models 5480, 5490 
 
 

Stainless Steel Case, nominal size 100 mm, 160 mm 
Thread: Stainless Steel, radial, G1/2B 
Accuracy class per EN 837-1, IP54 
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model 5480-WIKA 
Bourbon Tube Pressure Gauge, Stainless Steel 

Nominal Size 100 mm, Thread radial, G1/2B 
WIKA type 232.50 

 
Made in Germany 
 
Application 
The high-quality stainless steel pressure gauge with Bourdon tube and connection made of CrNi steel is the 
standard device in the process industry. It is suitable for gaseous and liquid media, the media must not be highly 
viscous or crystallizing. The maximum pressure that occurs must not exceed the scale end value. 
 
For these pressure gauges, factory test certificates for accuracy or DAkkS (formerly DKD) certificates are 
possible. If vibrations occur in the system, we recommend a glycerine-filled version, for example our type 5493. 
These pressure gauges are optionally available with ATEX certification. 
 
The completely made of stainless steel enables versatile use in production plants in the chemical and 
petrochemical industries, and in water and wastewater technology, thanks to its robustness against aggressive 
media. 
 
Please check using the following technical information and our operating instructions whether this 
product is suitable for your specific application. 
 
If you have any questions, please do not hesitate to contact us. 

 
 
 

 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 

 
 
 
 
 
 
 

 
 
 
 
 
 
 

model 5480 
Bourbon Tube Pressure Gauge, Stainless Steel 

Nominal Size 100 mm, Thread radial, G1/2B 
Made in Germany 
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Application 
EN 837-1 
Accuracy class 1,0 
IP54 
  
Case 
Steinless Steel 1.4301, with Bayonet ring Stainless Steel 1.4301 
Nominal size Ø 100 mm 
Nominal size Ø 160 mm 
 
Window 
Safety class 
 
Skale 
Aluminium, white 
black lettering 
  
Pointer 
Aluminium, black 
  
Movements 
Stainless Steel 
 
Scale ranges: from -1…0 bar to 0…1000 bar 
 

 
 

 
 
 
 
 
 
 

 
 
Process connection 
Screw-in thread, Stainless Steel 316 L 
radial, G1/2B 
  
Options 
3.1 for the material according to EN 10204 
 
 
 
  
 
 
 
 
 
 

0...+     4 bar Optional auf Anfrage 

0...+     6 bar -0,6…0 bar 

0…+   10 bar -1…   0 bar 

0…+   16 bar -1…   +0,6 bar 

0...+    25 bar -1…   +1,5 bar 

0...+    40 bar -1…   +3    bar 

0…+    60 bar -1…   +5    bar 

0…+  100 bar -1…   +9    bar 

0...+   160 bar  0...    +0,6 bar 

0...+   250 bar  0…   +1,0 bar 

0...+   400 bar  0…   +1,6 bar 

0…+  600 bar  0…   +2,5 bar 

0…+1000 bar  0…+1000 bar 

Note: 
Ambient: -20…+60°C 
Mesium max:  +100°C  
   
Pressure steady:       3/4x full scale range 
Pressure short time:  full scale range 
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Dimensional drawings, vertical version 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 

 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 

NG SW b c c1 D D1 G h+1 

100 22 55 6 3 101 99 
G1/2B 

M20x1,5 87 

160 22 50 6 3 161 159 
G1/2B 

M20x1,5 115 

250 22 58 6 3 251 249 
G1/2B 

M20x1,5 165 



 
Bourdon Tube Pressure Gauge 
models 5480, 5490 
 
 

Stainless Steel Case, nominal size 100 mm, 160 mm 
Thread: Stainless Steel, radial, G1/2B 
Accuracy class per EN 837-1, IP54 
 

Seite 4/4 datasheet 5480-5490.pdf 

© 2025 BMG-Baumgart · Änderungen vorbehalten 

  BMG-Baumgart GmbH & Co. KG Mess- und Regeltechnik 
An der Bega 28 · 32657 Lemgo · Tel.: 0 52 61 / 25 81-0 · Fax: 0 52 61 / 25 81-33 · vertrieb@bmg-baumgart.de · www.bmg-baumgart.de 

 
 
 
 

 
 
 
 
 

 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 

 
 3. Options 
     Others on request   S  
     Please specify in the plain text 
 
Please fill in all empty fields of the order code. 
Please refer to the above information for the relevant key figures. 
Options are available upon request. Please enter it in the plain text. 
 
Order example 
5480 078 
Bourdon tube Gauge model 5480, Case Ø 100 mm, Stainless Steel,  
radial, Range 0...+25 bar 
 

Weight: approx. 600 g  
 
 
 
 
 

Ordering code: 5 4         

1. Nominal size, Process connection 
 Ø 100 mm, radial    80 
 Ø 160 mm, radial  90 

2. Scale ranges 
   0...   0,6 bar  067 
   0...   1,0 bar  069 
   0…   1,6 bar  070 
   0...   2,5 bar  072 
   0...   4,0 bar  073 
   0...   6,0 bar  074 

0…   10 bar  075 
0…   16 bar  076 
0…   25 bar  078 
0…   40 bar  079 
0…   60 bar  080 
0… 100 bar  081 
0… 160 bar  082 
0… 250 bar  084 
0… 400 bar  086 
0… 600 bar  087 
0…1000 bar  088 

 -1…      0 bar  016 
 -1… +0,6 bar  042 
 -1… +1,5 bar  043 
 -1… +3    bar  044 
 -1… +5    bar  045 
 -1… +9    bar  046 
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